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Step Action Figure

From the “Ready” screen (shown).

1
Press the MENU button.
When you see ‘Adverts ' press the right button below the

2 screen (Right), until you see ‘Memory Card’ (Shown Below).
Once you see “Memory Card " Insert the Rate Card.

3
Insert card in slot located on top of the 1325 meter.

4 Important : The chip must be facing you (shown).

Then press OK on the keypad.

If the Rate Card is not properly inserted then base will

5 display “Insert Card ” (shown). IMSERT CARD

Take the card out and reinsert it, as previously shown, then

press OK.

6 The rate to be loaded will display on the screen.
Note: The rat hould be US0705L MEMORY CARD

ote: The rate on your screen should be .
UsB/85L

Press OK.
The meter will prompt you to replace the previous rate file.

7 Press OK REPLACE FILE?
Note: If you have a new meter then you will not see this USH6815
screen. Proceed with the instructions.

8 Wait for the loading to complete.

LOADING . .
(][]




, *3 45

Once the loading is complete the base will display a
‘Loading Complete’ message.

You can take the card out of the meter now.

Press the ‘C’ button on the keypad.

10

From this screen press ‘C” until you return to the “Ready”
screen.

Your new rates have been successfully loaded.

Note: The update will not occur until the USPS effective
date.

11

If the meter shows last years rate, after the effective date is
reached, then the Preset Postage Value has to be
changed.

From the main screen press the Menu button.

12

Press the left Blue or Red button until you see “Setup .
Then press the OK button.

13

Press the left Blue or Red button until you see “Preset
Postage ”. Then press the OK button.

14

Now the postage value will be blinking. Enter the new
postage value that you will use most often. Then press OK.

Note: For 0.41 enter the numbers 41 and press OK.

15

Press the C button until you get to the Ready screen.

Note: In order for the new Preset Postage to take effect,
unplug the power cord and plug it back in to restart
the meter.

=2 | # > 1"




