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|J-65/75/85 Installation Procedure: Rev USPS 2008

Step

Action

Figure/Notes

From the metering screen (shown)
press NEXT until you see SUPERV.
Press the button below SUPERV.

Enter the Supervisor Pin Number
(9430) and press OK.
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From the Supervisor screen, press
NEXT until you see SETUP.

Press the button below SETUP.
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From the SETUP sub-menu, scroll
down (using the up and down arrows)
to LOAD RATE.

Insert the Rate Card (with chip facing
up) into the side slot (shown). Push
the card in until it doesn’t go any
further.

Once the card is fully inserted press
OK.

NOTE: If the card is not inserted, or
not inserted properly, then you will
see error: “E102, Waiting for
memory card, Insert and retry”.

Once you have pressed OK you will
see, “Loading in progress " (shown).

Once the rates have been loaded you
will see the message: “Loading
Successful”.

Press OK

SLPERM.

SETUP 1 SECURITY
2 TIME

The update will not occur until the USPS effective date.

NOTE: On the effective date the screen will display “Update the rate configuration”
Itis important that you press OK when asked to update the rate. If you do not, the new rate will not take effect.

Press the Lock button to put the base to sleep. The rates have been successfully loaded.

The Rate Card can now be removed.




J-70 Installation Procedure: Rev USPS 2008

Step

Action

Figure

1

From the metering screen (shown)
press NEXT until you see SUPERV.

Press the blue button below SUPERV.

Enter the Supervisor Pin Number
(9430) and press OK.

From the Supervisor screen press
NEXT until you see MENU (far right).

Press the button below Menu.

From the MENU sub-menu scroll
down (using the up and down arrows)
to SUPERV, SETUP.

Press OK.

From the SUPERYV, SETUP screen,
scroll down to LOAD RATE.

Insert the Rate Card (with chip facing
up) into the side slot (shown).

Once the card is fully inserted press
OK.

NOTE: If the card is not inserted, or
not inserted improperly, then you will
see error: “E102, Waiting for
memory card, Insert and retry”.

Once the rates have been loaded you will see the message: “Loading Successful”.

Press OK.

The update will not occur until the USPS effective rate change date of May 12, 2008.

Note: On the effective rate change date the screen will display Update the rate configuration

It is important that you press OK when asked to upd

effect.

ate the rate. If you do not, the new rates will no

t take

Press the Lock button to put the base to sleep and press OK to wake it up again. The Rate Card can now be

removed.




1J-80/90/110 Installation Procedure: Rev USPS 2008

Step Action Figure
1 From the metering screen (Right),

press LOGIN to enter Supervisor

mode.

Enter the Supervisor Pin number —
(9430) (Far Right).

Press OK.

2 Now you will be in the Supervisor
main screen (shown).

Press MENU.

3 Now you will be in the MENUS sub-
menu.

Scroll down (using the up & down
arrows) to SUPERV, SETUP.

Press OK.

4 From the SUPERV, SETUP sub-
menu scroll down (using the up and
down arrows) to LOAD RATE.

Insert the Rate Card (with the chip
facing up) and press OK.

Note: Make sure the rate card is
inserted properly, or you will get the
error message: E102 Waiting for
memory card, Insert and retry

5 Once the rate has been downloaded you will see the message: Loading Successful . Press OK.

The update will not occur until the USPS effective rate change date of May 12, 2008.

Note: On the effective rate change date the screen will display Update the rate configuration
It is important that you press OK when asked to update the rate. If you do not, the new rates will not take
effect.

7 Press the Lock button to put the meter to sleep and to exit Supervisor. The Rate Card can now be removed.




